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General Specifications
Scanning Element One-dimensional solid scanning through 

CCD
Printing Process Laser beam scanning/marking & electro-

photographic printing 
System Memory Standard: 1 GB RAM (shared);  

Optional: 1.5 GB RAM maximum (shared), 
250 GB HDD (shared)

Output Speed Up to 25 ppm (Letter), 17 ppm (Legal), 
  (Copy/Print) 14 ppm (Ledger)
First Copy Time 6 seconds or less
Recovery Time to Less than 10 seconds
  Print Ready Mode
Warm-Up Time Less than 20 seconds
Copy Resolution 600 dpi
Grayscale 256 levels
Exposure Adjustment Manual and automatic
Multiple Copies Up to 999
Document Feeder Automatic Reversing Document Feeder
  (Standard) (ARDF), Capacity: 100 sheets
Paper Sizes Standard Trays: 5.5" x 8.5" to 11" x 17" 

(A5 – A3)
 Bypass Tray: 5.5" x 8.5" to 11" x 17"  

(A6 – A3)
 Duplex Unit: 5.5" x 8.5" to 11" x 17"  

(A5 – A3) 
ARDF: 5.5" x 8.5" to 11" x 17" (A5 – A3)

Paper Weights Standard Trays: 16 – 28 lb. Bond  
(60 – 105 g/m2)

 Bypass Tray: 16 Bond – 90 lb. Index  
(60 – 162 g/m2)

 Duplex Unit: 17 – 24 lb. Bond (64 – 90 g/m2) 
ARDF: 11 – 34 lb. Bond Simplex (40 – 128 
g/m2), 14 – 28 lb. Bond Duplex (53 – 105 g/m2)

Exposure Glass Up to 11" x 17" (A3)
Input Capacity Standard: 250 sheets x 2 Trays +  

100-Sheet Bypass Tray  
Optional: 500 sheets x 1 or 2 Trays

Output Capacity 250 sheets (internal tray), 
100 sheets (1 Bin Tray Option)

Maximum Input Capacity 1,600 sheets
Paper Types Plain, Recycled, Colored, Letterhead, 

Preprinted, Bond, Card Stock, Prepunched, 
Special, Thick*, OHP (Transparency)* 
Envelopes*, Label Stock*

Zoom 25% to 400% in 1% increments
Preset Reduction and 50%, 65%, 78%, 93%,121%, 129%, 155%
  Enlargement Ratios
Dimensions (WxDxH) 23.1" x 22.4" x 26.9" (587 mm x 568 mm 

x 683 mm) – includes ARDF
Weight 114.0 lbs./51.7 kg
Power Requirements 120V, 60Hz, 12A
Power Consumption Less than 1.55 kW (max.)
Sleep Mode 0.5W
TEC 1.126 kWh/Week**
Standard Features Auto Duplex, Auto Off Timer, Auto Paper 

Selection, Auto Start, Combine Copy, 
Electronic Sort, Image Rotation, Job 
Programs (25), Photo Mode, Series Copy, 
Simple Screen, User Codes (8 digits, 
1,000 Personal Codes)

Optional Features Document Server1

*Bypass Tray only
**Typical electricity consumption by ENERGY STAR program

Printer (Standard)
CPU RM7035C – 533 MHz
Page Description  Standard: PCL5e/6; Optional: Genuine
  Languages Adobe®  PostScript®3, Universal Driver
Maximum Print Resolution 600 x 600 dpi
Standard Interfaces Ethernet (RJ-45 network port: 10BASE-T/ 

100BASE-TX/1000BASE-T), USB 2.0 Type 
A and B

Optional Interfaces IEEE1284, Wireless LAN (IEEE802.11a/b/g)
Network Protocols TCP/IP (IPv4, IPv6), IPX/SPX2

Fonts for PCL 5e/6 45 Roman fonts and 13 International fonts
Fonts for PS3 136 Roman fonts
Network Operating Windows XP/Server 2003/Vista/Server
  Systems 2008/7; Novell Netware 6.5 and later; 

UNIX Filters for Sun Solaris 2.6/7/8/9/10; 
HP-UX 10.x/11.x/11iv2/11iv3; Red 
Hat Linux Enterprise V4, V5, V6; SCO 
OpenServer 5.0.6/5.0.7/6.0; IBM AIX 
Version 5.3, 6.1, 7.1; SAP R/3, 3.x or later, 
mySAP ERP2004 or later; Mac OSX 10.5 
or later; Citrix Metaframe XP/ Presentation 
Server 4/4.5/XenApp 5.0, 6.0, 6.5

Utilities SmartDeviceMonitor for Admin and Client, 
Web SmartDeviceMonitor, Web Image Monitor

Standard Features Mobile Driver, Bonjour Support, 
Classification Code, PDF Direct Print, 
Windows Active Directory Support, DDNS 
Support, WS Printer, PCL Resident Font 
Adoption, Tray-Parameter Change from 
WebImageMonitor, XPS Support

Optional Features Media Direct Print (Print from USB/
SD)1, Mail to Print1, Sample/Hold/Stored/
Locked Print1, Store and Print1, Auto Job 
Promotion1

Scanner (Standard)
Scanning Speed 50 ipm @ 300 dpi B&W (Letter/A4) 
 25 ipm @ 300 dpi Full-Color (Letter/A4)
Scanning Resolution Up to 600 dpi
Scan Area Main: 11" (297 mm)
 Sub: 17" (432 mm)
Compression Method B&W: MH (default), MR, MMR, JBIG2 
 Full-Color: JPEG
Scan Mode B&W: Text, Text/Line Art, Text/Photo, 

Photo, Grayscale
 Full-Color: Text/Photo, Glossy Photo, ACS
Standard Interfaces Ethernet 10Base-T/100Base-TX,  

Gigabit Ethernet (1000Base-T)
Optional Interfaces Wireless LAN (IEEE 802.11a/b/g)
File Formats Single/Multi Page TIFF, Single/Multi Page 

PDF, Single/Multi Page High Compression 
PDF and Single/Multi Page PDF/A; Single 
Page JPEG

Scan Modes Supported Scan-to-USB/SD; Scan-to-Email (POP, 
SMTP, IMAP4); Scan-to-Folder (SMB/FTP/
NCP2); Scan-to-URL1; Network TWAIN 
Scanning; WSD Scanner

Standard Features PDF Encryption, Drop Out Color  
Send, Scan-to-Email/SMB/FTP,  
LDAP Support, TWAIN Scanning

Optional Features Preview Before Transmission (TX Preview)1, 
Scan to URL1

Fax (Optional)
Type ITU-T (CCITT) G3
Circuit PSTN, PBX
Resolution 200 x 100 dpi, 200 x 200 dpi

Modem Speed 33.6K – 2,400 bps with Auto Fallback
Compression Method MH, MR, MMR, JBIG
Scan Speed 2 seconds (Letter)
Transmission Speed Approx. 2 seconds/page (JBIG)
Memory 4 MB (approx. 320 pages)
Memory Backup 1 hour
Quick/Speed Dials 1,000 (2,000 with HDD Option)
Group Dials 100 groups (max. 500 numbers per group)
User Function Key 3 keys
Standard Features Detection of Misplaced Documents, 

Double Check Destination Address,  
Direct SMTP, Fax Forward to Email/Folder, 
LDAP Support, Internet Fax (T.37), IP Fax 
(T.38), LAN Fax

Optional Features Paperless Fax1, Remote Fax1

Paper Feed Unit PB2000 (Optional)
Paper Size 5.5" x 8.5" to 11" x 17" (A5 – A3)
Paper Weight 16 – 28 lb. Bond (60 – 105 g/m2)
Paper Capacity 500 sheets x 1 Tray
Dimensions (WxDxH) 21.8" x 21.6" x 5.4" (553 x 548 x 137 mm)
Weight 26.5 lbs. (12 kg)

Paper Feed Unit PB2010 (Optional)
Paper Size 5.5" x 8.5" to 11" x 17" (A5 – A3)
Paper Weight 16 – 28 lb. Bond (60 – 105 g/m2)
Paper Capacity 500 sheets x 2 Trays
Dimensions (WxDxH) 21.8" x 21.6" x 10.7"  

(553 x 548 x 271 mm)
Weight 55.1 lbs. (25 kg)

FAC59 Tall Cabinet 
(Required for installation with base model to bring the device up to  
the optimal height)
Dimensions (WxDxH) 29.7" x 27.2" x 16" (755 x 692 x 406 mm)
Weight 26.0 lbs. (11.8 kg)

Short Cabinet Type E
(Required with installation of Paper Feed Unit PB2010 or PB2000 to 
bring the device up to the optimal height)
Dimensions (WxDxH) 21.8" x 20.7" x 8.5" (553 x 525 x 215 mm)
Weight 24.0 lbs. (10.9 kg)

Additional Options
1 Bin Tray BN2010, HDD Option Type M1, IEEE 1284 Interface 
Board Type A, IEEE802.11a/g Interface Unit Type J, VM Card Type 
U, File Format Converter Type E, Browser Unit Type M1, SD Card for 
NetWare Printing Type M1, Optional Counter Interface Unit Type A, 
Copy Data Security Unit Type G, PostScript 3 Unit Type M1, Memory 
Unit Type M1 1.5 GB, Fax Connection Unit Type M1, FM8006 Bracket 
MP 2501 and External USB Keyboard

Security
Standard Features: SMTP over SSL; Authentication (Windows/LDAP/
Kerberos/Basic/User Code/802.1.x Wired); Encryption (Address 
Book/Authentication Password/SSL Communication/IPsec; Network 
Protocol (Port) On/Off; IP Filtering; RAM Based Security when HDD 
is not installed
Optional Features: Quota Setting/Account Limit1, DataOverwrite 
Security1, Locked Print1, HDD Encryption1, Copy Data Security Unit, 
S/MIME1

1 HDD option required 
2 Netware option required

Some features may require additional options.

For maximum performance and yield, we recommend using genuine  
Ricoh parts and supplies.

Specifications are subject to change without notice.
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1  Full-Color LCD Control Panel: Adjust for optimal viewing 
and navigate from job to job easily via the intuitive, 4.3" 
tiltable control panel featuring a customizable home 
screen, a Home key, programmable shortcut icons, 
access to Cloud solutions and more.

2  USB/SD Card Slots and External Keyboard Support: 
Print directly from or scan to USB/SD cards and preview 
files before printing. An optional keyboard is also available 
for easier data entry.

3  100-Sheet Automatic Reversing Document Feeder: 
Handles multi-page and double-sided originals up to 11" x 17".

4  Bypass Tray: Print on envelopes, labels and other unique 
paper stock through the 100-Sheet Bypass Tray.

5  Duplexing: Minimize paper use and storage costs with 
automatic duplexing.

6  ID Copying: Save time and paper by copying both sides 
of an ID card or other small document onto a single sheet.

7  Paper Trays (Standard): 250 sheets x 2 Trays +  
100-Sheet Bypass Tray for a 600 sheet total capacity.

8  Paper Banks (Optional): 500 sheets x 1 or 2 Trays plus 
standard Paper Trays for a 1,600 sheet maximum capacity.

9  Hard Disk Drive (Optional): Take advantage of Ricoh  
MP 2501SP enhanced features and protect critical 
information at every stage of the document lifecycle. 
Enhanced features include Document Server, DOSS, 
Sample Print, Locked Print, Hold Print, Quota Setting/
Account Limits and more.

10  Short Cabinet Type E: Required with installation of  
either the Paper Feed Unit PB2010 or PB2000 to bring  
the device up to the optimal height. 
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Ricoh MP 2501SP shown with optional 1 Bin Tray BN2010, 
Paper Feed Unit PB2010 and Short Cabinet Type E.



Reliable performance, every time, everywhere 

Advanced security controls
Protect critical information at every stage of the document lifecycle 
via state-of-the-art security features. With the optional hard disk 
drive (HDD) installed, the Ricoh MP 2501SP offers user password-
protected and user-specific authentication to ensure only authorized 
users have access to key documents and system privileges. Print 
jobs can be stored at the device until users swipe an ID card or enter 
ID information at the control panel to release them. Unauthorized 
Copy Control prevents fraudulent duplication of sensitive documents. 
The DataOverwriteSecurity System (DOSS) ensures latent images 
stored on the internal HDD are protected. For even greater security, 
it includes AES 256-bit/SHA-2 enhanced encryption for advanced 
protection of your most critical data.

Combine capabilities in one compact system 
Minimize your investment — not your performance — with the Ricoh 
MP 2501SP. With standard printing and copying, the versatile system 
offers 600 dpi image quality output along with advanced scanning 
features and optional fax capabilities in a compact design, making 
it ideal for everyday workflow in small offices and workgroups. Use 
enhanced batch scanning to scan one-sided and two-sided originals 
in a single job without generating unnecessary blank pages. With the 
fax option, users can route documents directly to e-mail accounts 
or shared folders and send faxes using the Internet instead of phone 
lines to reduce costs and enhance productivity. In addition, with the 
Remote Fax feature, an organization can designate one MP 2501SP 
with fax capability as the hub to send and receive documents from 
other networked Ricoh services-led MFPs without fax capabilities.

Distribution made easy
Minimize hardcopy storage while improving communications. The 
Ricoh MP 2501SP allows you to scan black-and-white and color 
documents and save them instantly to shared folders, computers, 
media cards and more at no additional cost. Unlike black-and-white only 
scanning of color documents, color scanning preserves the original 
look of the document, enabling the capture of highlights, annotations 
and other image details. Users can also look at thumbnail previews of 
the scanned documents to ensure quality and accuracy before they are 
distributed. With optional Ricoh GlobalScan NX software, users can 
create unique scanning workflows that automate distribution and minimize 
manual errors to streamline the way your office shares information.

Aumente a velocidade e a eficiência

Facilidade de operação

Personalize seus fluxos de trabalho

Inovação, valor e versatilidade em um design integrado

58,7cm

56,9cm

Discover how convenient value can be

Handle any task — big or small 
The Ricoh MP 2501SP is designed to deliver a wide range of 
documents on media up to 11" x 17". It comes standard with a  
100-sheet capacity automatic reversing document feeder (ARDF) 
to handle multi-page originals for single- or two-sided copying and 
scanning. Optional paper banks expand the standard 600-sheet paper 
capacity to 1,600 sheets for longer print runs. The system includes 
a Document Server* to store up to 3,000 electronic documents at 
the device for convenient access and retrieval. Plus, an Auto Job 
Promotion* feature can skip specific error jobs and proceed to 
subsequent print jobs for uninterrupted throughput.
*Requires HDD option.

Impact your office — and the environment 
Maximize energy efficiency while minimizing operating costs. The 
Ricoh MP 2501SP can save more electricity by shortening the time it 
takes to recover from its “1W” Sleep Mode to only 10 seconds. The 
system offers automatic duplexing for copying, faxing and printing to 
reduce paper consumption. An Eco-friendly Indicator is prominently 
displayed on the control panel to encourage users to be more 
environmentally responsible. It displays the print history for each user 
as well as the subsequent impact on the environment. With the Quota 
Setting* feature, administrators can take control of excessive print 
costs and set print quotas for individual users as well.
*Requires HDD option.

Integrate seamlessly 
Connectivity is easy in any shared-use office environment with a 
standard Gigabit Ethernet or USB 2.0 interface. Take advantage of 
Ricoh’s Embedded Software Architecture and incorporate customized 
applications and software solutions to boost productivity and reduce 
operating costs. Incorporate innovative print driver deployment, 
automated meter collection, Cloud-based fleet reports and more. In 
addition, Web Image Monitor allows users or administrators to check 
status or configure settings of the device through any web browser. 

Escolha o RICOH®      MP 2501SP para um desempenho multifuncional rápido, confiável e econômico, para agili-

zar o fluxo de trabalho relacionado a documentos e baixar seu custo total de propriedade. Este inovador MFP 

ocupa pouco espaço e combina impressão de qualidade e cópias até A3(duplo-Carta), recu rsos de digitaliza-

ção fáceis de usar, fax opcional e avançados recursos de segurança. Para pequenos escritórios, use-o como 

seu equipamento principal ou como parte integral da estratégia de Serviços de Gestão de Documentos (MDS) 

da Ricoh e aumente a produtividade dos pequenos grupos de trabalho em toda a empresa. 

Aumente a produtividade e atenda a todas as demandas, com o Ricoh MP 2501SP. 

Com um tempo de aquecimento de somente 20 segundos ou menos, e uma primei-

ra impressão rápida, em 6 segundos, ele está pronto para o trabalho tão rápido 

quanto você. Este equipamento compacto e confiável produz impressões de alta 

qualidade, a 25 páginas por minuto.  Seu design de acesso totalmente frontal per-

mite aos usuários conectar-se às principais funções sem esforço, para facilidade de 

operação e manutenção. Além disso, com seu poderoso mecanismo de proces-

samento, o equipamento pode gerenciar projetos de cópias, impressões e digitali-

zações contínuas, mantendo um fluxo sem interrupções.  

O Ricoh MP 2501SP oferece aplicações portáteis e baseadas em nuvem, para a-

tender às crescentes demandas das forças de trabalho móveis de hoje em dia e 

compartilhar informações por toda sua empresa.  Com uma entrada para cartão 

SD/USB embutida no painel de operação, os funcionários podem imprimir arquivos 

PDF, TIFF e JPEG diretamente no equipamento  sem necessidade de driver ou 

software adicionais.* a impressão de email, fotos páginas da Internet e documentos 

também pode ser iniciada de celulares  e tablets, sem software 

para baixar, drivers para instalar ou cabos para conectar. 

* Requer HD opcional. 

O Ricoh MP 2501SP pode ser configurada para acomodar suas preferências exclu-

sivas para agilizar as cópias, impressões e digitalizações e minimizar o tempo gasto 

passando de um trabalho par ao outro. Beneficie-se do painel de operação incliná-

vel de 4,3 polegadas, de fácil visualização, com uma tela inicial personalizável e 

ícones para atalhos que podem ser criados para executar as tarefas comuns com 

um só toque. Escolha uma das três teclas de funções disponíveis, para atribuir a 

outras tarefas pré-defindas, para praticidade ainda maior. Além disso, o painel de 

operação inclui um botão para a tela inicial, de forma que os usuários possam voltar 

ao menu instantaneamente. 

Smartphones



Desempenho confiável sempre, em qualquer lugar

Controles de segurança avançados

Combine recursos em um equipamento compacto

Distribuição facilitada

Improve speed and efficiency
Enhance productivity and meet every demand with the Ricoh MP 2501SP. 
With a warm-up time of only 20 seconds or less and first-print times as fast  
as 6 seconds, it’s ready to move as fast as you are. The compact and reliable 
system produces high-quality output at up to 25 pages per minute. Its  
full-front-access design allows users to connect to key functions effortlessly 
for easy operation and maintenance. Plus, with its powerful processing engine, 
the system can manage multiple copying, printing and scanning projects  
for continuous workflow.

User-friendly operations 
The Ricoh MP 2501SP offers portable and Cloud-based applications to meet 
the evolving demands of today’s mobile workforce and to share information 
throughout your organization. With a built-in USB/SD card slot on the control 
panel, workers can print PDF, TIFF and JPEG files right at the device — 
without additional drivers or software.* Printing of e-mails, photos, web pages 
and documents can also be initiated from smartphones and tablets without 
software to download, drivers to install or cables to connect.

*Requires HDD option.

Customize your workflows
The Ricoh MP 2501SP can be configured to accommodate your unique 
preferences to streamline copying, printing and scanning and minimize 
time spent navigating between jobs. Take advantage of the easy-to-view, 
tiltable 4.3-inch color control panel with a customizable home screen and 
icons for personalized, one-step shortcuts to common tasks. Choose from 
three available function keys to assign other pre-set tasks for even more 
convenience. Plus, the control panel includes a home screen button so users 
can return to the main menu instantly.

Innovation, value and versatility in one integrated design
Choose the RICOH® MP 2501SP for fast, dependable and affordable multifunction performance to 

streamline document-related workflow and lower your total cost of ownership. This space-saving and 

innovative MFP combines quality printing and copying on media up to 11" x 17", easy-to-use scanning 

capabilities, optional faxing and advanced security features. For small offices, use it as your primary system, 

or deploy it as an integral part of a Ricoh Managed Document Services (MDS) strategy and improve 

productivity for small workgroups throughout your organization.

23.1"  

22.4"

Discover how convenient value can be

Handle any task — big or small 
The Ricoh MP 2501SP is designed to deliver a wide range of 
documents on media up to 11" x 17". It comes standard with a  
100-sheet capacity automatic reversing document feeder (ARDF) 
to handle multi-page originals for single- or two-sided copying and 
scanning. Optional paper banks expand the standard 600-sheet paper 
capacity to 1,600 sheets for longer print runs. The system includes 
a Document Server* to store up to 3,000 electronic documents at 
the device for convenient access and retrieval. Plus, an Auto Job 
Promotion* feature can skip specific error jobs and proceed to 
subsequent print jobs for uninterrupted throughput.
*Requires HDD option.

Impact your office — and the environment 
Maximize energy efficiency while minimizing operating costs. The 
Ricoh MP 2501SP can save more electricity by shortening the time it 
takes to recover from its “1W” Sleep Mode to only 10 seconds. The 
system offers automatic duplexing for copying, faxing and printing to 
reduce paper consumption. An Eco-friendly Indicator is prominently 
displayed on the control panel to encourage users to be more 
environmentally responsible. It displays the print history for each user 
as well as the subsequent impact on the environment. With the Quota 
Setting* feature, administrators can take control of excessive print 
costs and set print quotas for individual users as well.
*Requires HDD option.

Integrate seamlessly 
Connectivity is easy in any shared-use office environment with a 
standard Gigabit Ethernet or USB 2.0 interface. Take advantage of 
Ricoh’s Embedded Software Architecture and incorporate customized 
applications and software solutions to boost productivity and reduce 
operating costs. Incorporate innovative print driver deployment, 
automated meter collection, Cloud-based fleet reports and more. In 
addition, Web Image Monitor allows users or administrators to check 
status or configure settings of the device through any web browser. 

Proteja informações críticas em todos os estágios do ciclo de vida doso documentos, 

com a última palavra em recursos de segurança. Com a unidade de disco rígido (HD) 

opcional instalada, o Ricoh MP 2501SP oferece autenticação protegida por senha indi-

vidualmente por usuário, para garantir que somente pessoas autorizadas tenham aces-

so a documentos importantes e privilégios do equipamento. Imprima trabalhos que 

possam ser armazenados no equipamento até que o usuário passe um cartão de ID ou 

digite sua informação no painel de operação, para liberá-lo. O Controle de Cópias Não 

Autorizadas impede a duplicação fraudulenta de documentos críticos. O sistema de 

Segurança por Sobregravação de Dados (DOSS) garante que as imagens latentes 

armazenadas no HD interno sejam protegidas.  Para segurança ainda maior, está inclu-

ída a criptografia AES de 256 bits/SHA-2, para proteção avançada de seus dados mais 

críticos.  

 

Minimize seu investimento  não seu desempenho  com o Ricoh MP 2501SP. Com 

impressão e cópia padrão, o versátil equipamento oferece qualidade de imagem de 

600 dpi, juntamente com avançados recursos de digitalização e função de fax opcio-

nal, em um design compacto, que o torna ideal para fluxos de trabalho diários em pe-

quenos escritórios e grupos de trabalho. Use a avançada digitalização em lotes, para 

digitalizar originais simples e em frente e verso em um único trabalho, sem gerar pági-

nas em branco desnecessárias.   Com o fax opcional, os usuários podem encaminhar 

documentos diretamente para contas de email ou pastas compartilhadas e enviar faxes 

usando a Internet em vez de linhas telefônicas, para reduzir custos e aumentar a produ-

tividade. Além disso, com a função Fax Remoto, uma empresa pode designar uma MP 

2501SP equipada com fax como central, para enviar e receber documentos de outros 

MFPs Ricoh em rede voltados para Serviços, que não disponham de fax.   

Minimize o armazenamento de cópias, enquanto melhora as comunicações. O Ricoh 

MP 2501SP permite digitalizar documentos em cores e em preto e branco, e salvá-los 

instantaneamente em pastas compartilhadas, computadores, cartões de mídia etc., 

sem custo adicional. Ao contrário da digitalização somente em preto e branco de do-

cumentos coloridos, a digitalização em cores preserva o aspecto original do documen-

to, permitindo a captura de destaques, anotações e outros detalhes da imagem.  Os 

usuários também podem ter pré-visualizações em miniaturas dos documentos digitali-

zados, para garantir a qualidade e a precisão, antes de distribuir. Com o software op-

cional GlobalScan NX da Ricoh, os usuários podem criar fluxos de trabalhos exclusivos, 

que automatizam a distribuição e minimizam erros manuais, para agilizar a maneira 

pela qual seu escritório compartilha informações. 



Reliable performance, every time, everywhere 

Advanced security controls
Protect critical information at every stage of the document lifecycle 
via state-of-the-art security features. With the optional hard disk 
drive (HDD) installed, the Ricoh MP 2501SP offers user password-
protected and user-specific authentication to ensure only authorized 
users have access to key documents and system privileges. Print 
jobs can be stored at the device until users swipe an ID card or enter 
ID information at the control panel to release them. Unauthorized 
Copy Control prevents fraudulent duplication of sensitive documents. 
The DataOverwriteSecurity System (DOSS) ensures latent images 
stored on the internal HDD are protected. For even greater security, 
it includes AES 256-bit/SHA-2 enhanced encryption for advanced 
protection of your most critical data.

Combine capabilities in one compact system 
Minimize your investment — not your performance — with the Ricoh 
MP 2501SP. With standard printing and copying, the versatile system 
offers 600 dpi image quality output along with advanced scanning 
features and optional fax capabilities in a compact design, making 
it ideal for everyday workflow in small offices and workgroups. Use 
enhanced batch scanning to scan one-sided and two-sided originals 
in a single job without generating unnecessary blank pages. With the 
fax option, users can route documents directly to e-mail accounts 
or shared folders and send faxes using the Internet instead of phone 
lines to reduce costs and enhance productivity. In addition, with the 
Remote Fax feature, an organization can designate one MP 2501SP 
with fax capability as the hub to send and receive documents from 
other networked Ricoh services-led MFPs without fax capabilities.

Distribution made easy
Minimize hardcopy storage while improving communications. The 
Ricoh MP 2501SP allows you to scan black-and-white and color 
documents and save them instantly to shared folders, computers, 
media cards and more at no additional cost. Unlike black-and-white only 
scanning of color documents, color scanning preserves the original 
look of the document, enabling the capture of highlights, annotations 
and other image details. Users can also look at thumbnail previews of 
the scanned documents to ensure quality and accuracy before they are 
distributed. With optional Ricoh GlobalScan NX software, users can 
create unique scanning workflows that automate distribution and minimize 
manual errors to streamline the way your office shares information.

Improve speed and efficiency
Enhance productivity and meet every demand with the Ricoh MP 2501SP. 
With a warm-up time of only 20 seconds or less and first-print times as fast  
as 6 seconds, it’s ready to move as fast as you are. The compact and reliable 
system produces high-quality output at up to 25 pages per minute. Its  
full-front-access design allows users to connect to key functions effortlessly 
for easy operation and maintenance. Plus, with its powerful processing engine, 
the system can manage multiple copying, printing and scanning projects  
for continuous workflow.

User-friendly operations 
The Ricoh MP 2501SP offers portable and Cloud-based applications to meet 
the evolving demands of today’s mobile workforce and to share information 
throughout your organization. With a built-in USB/SD card slot on the control 
panel, workers can print PDF, TIFF and JPEG files right at the device — 
without additional drivers or software.* Printing of e-mails, photos, web pages 
and documents can also be initiated from smartphones and tablets without 
software to download, drivers to install or cables to connect.

*Requires HDD option.

Customize your workflows
The Ricoh MP 2501SP can be configured to accommodate your unique 
preferences to streamline copying, printing and scanning and minimize 
time spent navigating between jobs. Take advantage of the easy-to-view, 
tiltable 4.3-inch color control panel with a customizable home screen and 
icons for personalized, one-step shortcuts to common tasks. Choose from 
three available function keys to assign other pre-set tasks for even more 
convenience. Plus, the control panel includes a home screen button so users 
can return to the main menu instantly.

Innovation, value and versatility in one integrated design
Choose the RICOH® MP 2501SP for fast, dependable and affordable multifunction performance to 

streamline document-related workflow and lower your total cost of ownership. This space-saving and 

innovative MFP combines quality printing and copying on media up to 11" x 17", easy-to-use scanning 

capabilities, optional faxing and advanced security features. For small offices, use it as your primary system, 

or deploy it as an integral part of a Ricoh Managed Document Services (MDS) strategy and improve 

productivity for small workgroups throughout your organization.

23.1"  

22.4"

Descubra como o valor pode ser conveniente 

Realize qualquer tarefa - pequena ou grande

*Requer HD opcional.

Impacto em seu escritório - e no meio ambiente

se de seu Modo Repouso de “1W” para somente 10

*Requer HD opcional. 

Integração perfeita

O Ricoh MP 2501SP foi projetado para trabalhar com diversos tipos de do-

cumentos, em mídia até A3(duplo-Carta). Ele vem por padrão com um Ali-

mentador Recirculador Automático de Originais (ARDF) com capacidade 

para 100 folhas, para suportar originais de várias folhas, para cópia ou digi-

talização simplex ou duplex. Bancos de papel opcionais expandem a ca-

pacidade padrão de 600 para 1.600 folhas de papel, para tiragens mais 

longas.  O equipamento inclui um Servidor de Documentos*, que armazena 

até 3.000 documentos eletrônicos no equipamento, para acesso e recupe-

ração convenientes. E também, um recurso de Avanço Automático de Tra-

balho* pode pular determinados trabalhos com erros e prosseguir para os 

trabalhos de impressão subsequentes, para produção ininterrupta.   

Maximize a eficiência em energia, enquanto minimiza custos operacionais. 

O Ricoh MP 2501SP pode poupar mais energia, encurtando o tempo que 

leva para recuperar-

segundos.  O equipamento oferece duplex automático para cópias, fax e 

impressão, para reduzir o consumo de papel. Um Indicador Ecológico é 

mostrado com destaque no painel de operação, para incentivar os usuários 

a terem maior  responsabilidade ambiental. Ele mostra o histórico de im-

pressão de cada usuário e também o impacto subsequente no meio ambi-

ente.  Com o recurso de Determinação de Cotas*, os administradores po-

dem controlar os custos excessivos de impressão e fixar cotas de impres-

são individuais por usuário também.   

A conectividade é fácil em qualquer ambiente de escritório de uso compar-

tilhado, com uma interface Ethernet Gigabit ou USB 2.0 padrão.  Beneficie-

se da arquitetura de software embutida (Embedded Software Architecture 

 ESA) da Ricoh, para integrar aplicativos personalizados e soluções em 

software, para aumentar a produtividade e ajudar a reduzir custos opera-

cionais. Incorpore o emprego de um driver de impressão inovador, coleta 

automatizada do contador, relatórios de equipamentos em nuvem etc. Além 

disso, o Web Image Monitor permite aos usuários ou administradores verifi-

car o estado ou fazer configurações do equipamento por  meio de qualquer 

navegador da Internet. 
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SYS T E M S P EC I F I CAT I O N S

Ricoh MP 2501SP

General Specifications
Scanning Element One-dimensional solid scanning through 

CCD
Printing Process Laser beam scanning/marking & electro-

photographic printing 
System Memory Standard: 1 GB RAM (shared); 

Optional: 1.5 GB RAM maximum (shared), 
250 GB HDD (shared)

Output Speed Up to 25 ppm (Letter), 17 ppm (Legal), 
(Copy/Print) 14 ppm (Ledger)

First Copy Time 6 seconds or less
Recovery Time to Less than 10 seconds
  Print Ready Mode
Warm-Up Time Less than 20 seconds
Copy Resolution 600 dpi
Grayscale 256 levels
Exposure Adjustment Manual and automatic
Multiple Copies Up to 999
Document Feeder Automatic Reversing Document Feeder
  (Standard) (ARDF), Capacity: 100 sheets
Paper Sizes Standard Trays: 5.5" x 8.5" to 11" x 17" 

(A5 – A3)
Bypass Tray: 5.5" x 8.5" to 11" x 17" 
(A6 – A3)
Duplex Unit: 5.5" x 8.5" to 11" x 17" 
(A5 – A3) 
ARDF: 5.5" x 8.5" to 11" x 17" (A5 – A3)

Paper Weights Standard Trays: 16 – 28 lb. Bond 
(60 – 105 g/m2)
Bypass Tray: 16 Bond – 90 lb. Index 
(60 – 162 g/m2)
Duplex Unit: 17 – 24 lb. Bond (64 – 90 g/m2) 
ARDF: 11 – 34 lb. Bond Simplex (40 – 128 
g/m2), 14 – 28 lb. Bond Duplex (53 – 105 g/m2)

Exposure Glass Up to 11" x 17" (A3)
Input Capacity Standard: 250 sheets x 2 Trays + 

100-Sheet Bypass Tray 
Optional: 500 sheets x 1 or 2 Trays

Output Capacity 250 sheets (internal tray),
100 sheets (1 Bin Tray Option)

Maximum Input Capacity 1,600 sheets
Paper Types Plain, Recycled, Colored, Letterhead, 

Preprinted, Bond, Card Stock, Prepunched,
Special, Thick*, OHP (Transparency)* 
Envelopes*, Label Stock*

Zoom 25% to 400% in 1% increments
Preset Reduction and 50%, 65%, 78%, 93%,121%, 129%, 155%
  Enlargement Ratios
Dimensions (WxDxH) 23.1" x 22.4" x 26.9" (587 mm x 568 mm 

x 683 mm) – includes ARDF
Weight 114.0 lbs./51.7 kg
Power Requirements 120V, 60Hz, 12A
Power Consumption Less than 1.55 kW (max.)
Sleep Mode 0.5W
TEC 1.126 kWh/Week**
Standard Features Auto Duplex, Auto Off Timer, Auto Paper 

Selection, Auto Start, Combine Copy, 
Electronic Sort, Image Rotation, Job 
Programs (25), Photo Mode, Series Copy, 
Simple Screen, User Codes (8 digits, 
1,000 Personal Codes)

Optional Features Document Server1

*Bypass Tray only
**Typical electricity consumption by ENERGY STAR program

Printer (Standard)
CPU RM7035C – 533 MHz
Page Description Standard: PCL5e/6; Optional: Genuine
  Languages Adobe®  PostScript®3, Universal Driver
Maximum Print Resolution 600 x 600 dpi
Standard Interfaces Ethernet (RJ-45 network port: 10BASE-T/ 

100BASE-TX/1000BASE-T), USB 2.0 Type 
A and B

Optional Interfaces IEEE1284, Wireless LAN (IEEE802.11a/b/g)
Network Protocols TCP/IP (IPv4, IPv6), IPX/SPX2

Fonts for PCL 5e/6 45 Roman fonts and 13 International fonts
Fonts for PS3 136 Roman fonts
Network Operating Windows XP/Server 2003/Vista/Server
  Systems 2008/7; Novell Netware 6.5 and later; 

UNIX Filters for Sun Solaris 2.6/7/8/9/10; 
HP-UX 10.x/11.x/11iv2/11iv3; Red 
Hat Linux Enterprise V4, V5, V6; SCO 
OpenServer 5.0.6/5.0.7/6.0; IBM AIX 
Version 5.3, 6.1, 7.1; SAP R/3, 3.x or later, 
mySAP ERP2004 or later; Mac OSX 10.5 
or later; Citrix Metaframe XP/ Presentation 
Server 4/4.5/XenApp 5.0, 6.0, 6.5

Utilities SmartDeviceMonitor for Admin and Client, 
Web SmartDeviceMonitor, Web Image Monitor

Standard Features Mobile Driver, Bonjour Support, 
Classification Code, PDF Direct Print, 
Windows Active Directory Support, DDNS 
Support, WS Printer, PCL Resident Font 
Adoption, Tray-Parameter Change from 
WebImageMonitor, XPS Support

Optional Features Media Direct Print (Print from USB/
SD)1, Mail to Print1, Sample/Hold/Stored/
Locked Print1, Store and Print1, Auto Job 
Promotion1

Scanner (Standard)
Scanning Speed 50 ipm @ 300 dpi B&W (Letter/A4) 

25 ipm @ 300 dpi Full-Color (Letter/A4)
Scanning Resolution Up to 600 dpi
Scan Area Main: 11" (297 mm)

Sub: 17" (432 mm)
Compression Method B&W: MH (default), MR, MMR, JBIG2 

Full-Color: JPEG
Scan Mode B&W: Text, Text/Line Art, Text/Photo, 

Photo, Grayscale
Full-Color: Text/Photo, Glossy Photo, ACS

Standard Interfaces Ethernet 10Base-T/100Base-TX, 
Gigabit Ethernet (1000Base-T)

Optional Interfaces Wireless LAN (IEEE 802.11a/b/g)
File Formats Single/Multi Page TIFF, Single/Multi Page 

PDF, Single/Multi Page High Compression 
PDF and Single/Multi Page PDF/A; Single 
Page JPEG

Scan Modes Supported Scan-to-USB/SD; Scan-to-Email (POP, 
SMTP, IMAP4); Scan-to-Folder (SMB/FTP/
NCP2); Scan-to-URL1; Network TWAIN 
Scanning; WSD Scanner

Standard Features PDF Encryption, Drop Out Color 
Send, Scan-to-Email/SMB/FTP, 
LDAP Support, TWAIN Scanning

Optional Features Preview Before Transmission (TX Preview)1, 
Scan to URL1

Fax (Optional)
Type ITU-T (CCITT) G3
Circuit PSTN, PBX
Resolution 200 x 100 dpi, 200 x 200 dpi

Modem Speed 33.6K – 2,400 bps with Auto Fallback
Compression Method MH, MR, MMR, JBIG
Scan Speed 2 seconds (Letter)
Transmission Speed Approx. 2 seconds/page (JBIG)
Memory 4 MB (approx. 320 pages)
Memory Backup 1 hour
Quick/Speed Dials 1,000 (2,000 with HDD Option)
Group Dials 100 groups (max. 500 numbers per group)
User Function Key 3 keys
Standard Features Detection of Misplaced Documents, 

Double Check Destination Address, 
Direct SMTP, Fax Forward to Email/Folder, 
LDAP Support, Internet Fax (T.37), IP Fax
(T.38), LAN Fax

Optional Features Paperless Fax1, Remote Fax1

Paper Feed Unit PB2000 (Optional)
Paper Size 5.5" x 8.5" to 11" x 17" (A5 – A3)
Paper Weight 16 – 28 lb. Bond (60 – 105 g/m2)
Paper Capacity 500 sheets x 1 Tray
Dimensions (WxDxH) 21.8" x 21.6" x 5.4" (553 x 548 x 137 mm)
Weight 26.5 lbs. (12 kg)

Paper Feed Unit PB2010 (Optional)
Paper Size 5.5" x 8.5" to 11" x 17" (A5 – A3)
Paper Weight 16 – 28 lb. Bond (60 – 105 g/m2)
Paper Capacity 500 sheets x 2 Trays
Dimensions (WxDxH) 21.8" x 21.6" x 10.7" 

(553 x 548 x 271 mm)
Weight 55.1 lbs. (25 kg)

FAC59 Tall Cabinet 
(Required for installation with base model to bring the device up to 
the optimal height)
Dimensions (WxDxH) 29.7" x 27.2" x 16" (755 x 692 x 406 mm)
Weight 26.0 lbs. (11.8 kg)

Short Cabinet Type E
(Required with installation of Paper Feed Unit PB2010 or PB2000 to 
bring the device up to the optimal height)
Dimensions (WxDxH) 21.8" x 20.7" x 8.5" (553 x 525 x 215 mm)
Weight 24.0 lbs. (10.9 kg)

Additional Options
1 Bin Tray BN2010, HDD Option Type M1, IEEE 1284 Interface 
Board Type A, IEEE802.11a/g Interface Unit Type J, VM Card Type 
U, File Format Converter Type E, Browser Unit Type M1, SD Card for 
NetWare Printing Type M1, Optional Counter Interface Unit Type A, 
Copy Data Security Unit Type G, PostScript 3 Unit Type M1, Memory 
Unit Type M1 1.5 GB, Fax Connection Unit Type M1, FM8006 Bracket 
MP 2501 and External USB Keyboard

Security
Standard Features: SMTP over SSL; Authentication (Windows/LDAP/
Kerberos/Basic/User Code/802.1.x Wired); Encryption (Address 
Book/Authentication Password/SSL Communication/IPsec; Network 
Protocol (Port) On/Off; IP Filtering; RAM Based Security when HDD 
is not installed
Optional Features: Quota Setting/Account Limit1, DataOverwrite 
Security1, Locked Print1, HDD Encryption1, Copy Data Security Unit, 
S/MIME1

1 HDD option required
2 Netware option required

Some features may require additional options.

For maximum performance and yield, we recommend using genuine 
Ricoh parts and supplies.

Specifications are subject to change without notice.
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Painel de Operação em LCD com 4linhas: ajuste pa ra 
visuali zaçã o i deal e na ve gue de um trab alho pa ra outro 

uma te la ini cial pers onal izá vel, uma tec la Home, íc ones d e 
atalhos p rogra máveis, acess o a solu ções e m Nu ve m et c.   

Entradas para Cartão SD/USB e Suporte a Teclado 
Externo USB: Imp ri ma d iret amente pa ra, ou digit alize de 
USB/Cartões SD e veja os arquivos antes de imprimir. Há 
também um teclado opcional disponível, para facilitar a 
entrada de dados. 

Alimentador Recirculador Automático de Originais de 
100 folhas: Suporta ori ginais de vá rias p ágin as e até 
formato A3(duplo-Carta). 

Bandeja de Alimentação Manual: Imprima em en vel opes, 
etiquetas e outros tipos exclusivos de papel, pela Bandeja 
de Ali mentaç ão Manual d e 100 folhas. 

Duplex: Min imi ze o us o de pap el e os custos d e 
armazenagem com o duplex Automático.   

Cópia de ID: P oupe te mp o e pape l c opiand o os d ois la dos de 
uma cédula de ID outro documento pequeno, em uma única folha. 

Bandejas de Papel (Padrão): Bandej as 250 flhs. x 2 + Bande ja 
de Alimentação Manual de 100 flhs. para 600 folhas de 
capacidade total.  

Bancos de Papel (Opcionais): B andejas de 500 flhs. x 1 ou 2, e 
Bandejas de Papel padrão, para 1.600 folhas de capacidade total. 

Unidade de Disco Rígido (Opcional) : Ben eficie-s e d os 
recursos de segurança do Ricoh MP 2501SP e proteja 
informações críticas em todos os estágios do ciclo de vida doso 
documentos. Recursos aperfeiçoados, como Servidor de 
Documentos, D OSS, Impressão de A mostra , Imp re ssã o 
Suspensa, Determinação de Cotas/limites de contas etc. 

Gabinete Curto Tipo E: Deve ser instala do com a Unidad e de 
Alimenta çã o de Papel PB2010 ou PB 2000, pa ra p osic iona r o 
equipa mento na altu ra i deal .

1

pelo intuitivo painel de operação inclinável de 4,3 pol., com 

Ricoh MP 2501SP mostrado com a Bandeja de 1 Escaninho BN2010 opcional, 
a Unidade de Alimentação de Papel PB2010 e o Gabinete Curto Tipo E. 
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Ricoh MP 2501SP

Especificações Gerais Impressora (Padrão)

Unidade de Alimentação de Papel PB2010 (Opc.) 

Gabinete Alto FAC5 9

Opcionais Adicionais

Segurança

R3422-1

 

Elemento de 
Digitalização  

Digitalização Sólida Unidimensional Colorida 
via CCD 

Processo de 
Impressão  

Digitalização/marcação a laser e impressão 
eletrofotográfica  

Memória do 
Equipamento  

Padrão: 1 GB de RAM (compartilhada);   
Opcional: 1,5 GB RAM máx. (compart.), 250 
GB HDD (compartilhada)  

Velocidade de Saída 
(Cópia/Impr) 

Até 25 ppm (Carta), 17 ppm (Ofício), 14 
ppm (A3/2xCarta)  

Tempo da 1ª Cópia 6 segundos ou menos  
Tempo de 

Recuperação para 
Máquina Pronta 

Menos de 10 segundos 

Tempo de 
Aquecimento  

Menos de 20 segundos 

Resolução de Cópia  600 dpi 
Escala de Cinzas  256 Níveis 
Ajuste de Exposição  Manual e automático 
Cópias Contínuas  Até 999 
Alimentador de 

Originais (Padrão)  
Alimentador Recirculador Automático de 
Originais (ARDF), Capacidade: 100 folhas  

Tamanhos de Papel  Bandejas Padrão: A5 a A3 
Bandeja de Alim. Manual: A6 a A3 
Unidade Duplex: A5 a A3  
ARDF: A5 a A3  

Gramaturas do Papel  Bandejas Padrão: 60 a 105 g/m2  
Bandeja de Alim. Manual: 60 a 162 g/m2 
Unidade Duplex: 64 a 90 g/m2  
ARDF: Simplex: 40 a 128 g/m2,  
           Duplex: 53 a 105 g/m2 

Vidro de exposição  Até A3(duplo-Carta)  
Capacidade de 

Entrada  
Padrão: 250 folhas x 2 bandejas + Bandeja 
de Alim. Manual 100 flhs. Opcional: 500 
folhas x 1 ou 2 Bandejas 

Capacidade de Saída 250 folhas (bandeja interna), 100 folhas 
(Bandeja de 1 Escaninho Opcional).  

Capacidade de 
Entrada Máxima  

1.600 folhas 

Tipos de Papéis Comum, Reciclado, Colorido, Timbrado, 
Pré-impresso, Resma, Cartolina, Perfurado, 
Especial, Espesso*, Transparências*, 
Envelopes*, Etiquetas*  

Zoom  25% a 400% em incrementos de 1%  
Escalas de Ampliaç./ 

Red. Pré-definidas 
50%, 65%, 78%, 93%,121%, 129%, 155% 

Dimensões (LxPxA)  587 mm x 568 mm x 683 mm  inclui ARDF 
Peso  51,7 kg 
Energia Elétrica  120V, 60Hz, 12A 
Consumo de Energia  Menos de 1,55 kW (máx.) 
Modo Repouso  0,5W 
TEC  1,126 kWh/semana** 
Recursos Padrão Duplex Automático,  Temporizador de 

Desligamento Automático,  Seleção 
Automática de Papel,  Início Automático,  
Combinar Cópia,  Alceamento Eletrônico,  
Rotação de Imagem,  Programas de 
Trabalho (25),  Modo Foto,  Cópia em Série,  
Tela Simplificada,  Códigos de Usuário (8 
dígitos, 1.000 Códigos Pessoais) 

Recursos Opcionais  Servidor de Documentos¹ 

*Somente Bandeja de Alimentação Manual
**Consumo Típico de Eletricidade pelo programa ENERGY STAR.

CPU RM7035C  533 MHz 
Linguagens de 

Descrição de Página  

Padrão: PCL5e/6; Opcional: Adobe® 
PostScript®3 Original, Driver Universal 

Resolução Máxima de 
Impressão  

600 x 600 dpi 

Interfaces Padrão  Ethernet  (Porta de rede RJ-45: 10BASE-T/ 
100BASE-TX/1000BASE-T), USB 2.0 Tipo A e B 

Interfaces Opcionais  Rede Local Sem fio IEEE IEEE1284 
(IEEE802.11a/b/g)  

Protocolos de Rede  TCP/IP (IPv4, IPv6), IPX/SPX2 

Fontes para P CL 5e/6  45 Fontes Roman + 13 fontes Internacionais, 
Fontes para P S3  136 fontes Roman  
Sistemas Operacionais 

de Rede  
Windows XP/Server 2003/Vista/Server   
2008/7;  Novell NetWare v 6.5 ou mais;  
Filtros UNIX para Sun Solaris 2.6/7/8/9/10;  
HP-UX 10.x/11.x/11iv2/ 11iv3;  Red Hat 
Linux Enterprise V4, V5, V6;  SCO 
OpenServer 5.0.6/5.0.7/6.0;  IBM AIX versões 
5.3, 6.1 e 7.1;  SAP R/3, 3.x ou mais, mySAP 
ERP2004 ou mais;  Mac OSX 10.5 ou mais;  
Citrix Metaframe XP/ Presentation Server 
4/4.5/XenApp 5.0, 6.0, 6.5  

Utilitários SmartDeviceMonitor for Admin e Client, 
Web SmartDeviceMonitor, Web Image 
Monitor  

Recursos Padrão  Driver Móvel,  Suporte a Bonjour,  Código 
de Classificação,  Impressão Direta de 
PDF,  Suporte ao Windows Active 
Directory,  Suporte a DDNS,  Impressoras 
WS,  Adoção de Fonte Residente da PCL,  
Mudança dos Parâmetros da Bandeja pelo 
WebImageMonitor,  Suporte a XPS,  

Recursos Opcionais  Impressão Direta de Mídia (Imprime de 
USB/SD)¹,  Impressão de Amostra/ Suspensa/ 
Armazenada/ Locked Print¹  Arma-zenar e 
Imprimir¹  Avanço Automático de Trabalho¹ 

Velocidade de 
Digitalização  

50 ipm a 300 dpi em PB (Carta/A4)   
25 ipm a 300 dpi em Cores (Carta/A4) 

Resolução de 
Digitalização  

Até 600 dpi 

Área d e Digitalização  Principal: 297 mm 
Sub: 432 mm 

Método de 
Compressão  

PB: MH (padrão), MR, MMR, JBIG2 em 
Cores: JPEG 

Modo de Digitalização  PB: Texto,  Texto/Traço,  Texto/Foto,  Foto,  
Escala de Cinzas; em Cores:  Texto/Foto,  
Foto Brilhante,  ACS  

Interfaces Padrão  Ethernet 10Base-T/100Base-TX,  
Ethernet Gigabit (1000Base-T),  

Interfaces Opcionais  Rede Local sem Fio (IEEE 802.11a/b/g)  
Formatos de Arquivos  TIFF de Página Única/Multi página,  PDF de 

Página Única/Multipágina,  PDF Alta 
Compressão de Página Única/Multipágina, 
PDF A Multipágina;  JPEG de Página Única 

Modos de Digitalização 
Suportados  

Digitalizar-para- USB/SD;  Digitalizar-para-
Email (POP, SMTP, IMAP4); Digitalizar-
para-Pasta (SMB/FTP/NCP2);  Digitalizar-
para-URL¹;  Digitalização TWAIN de Rede;  
Scanner WSD  

Recursos Padrão  Criptografia de PDF,  Envio com Eliminação 
de Cor,  Digitalizar-para-Email/FTP/SMB,  
Suporte a LDAP,  Digitalização TWAIN  

Recursos Opcionais  Visualização antes da Transmissão (TX 
Preview)1,  Digitalizar-para-URL1 

Tipo ITU-T (CCITT) G3  
Circuito PSTN, PBX 
Resolução 200 x 100 dpi, 200 x 200 dpi 

Scanner (Padrão)

Fax (Opcional) 

Velocidade do Modem     33,6K a 2.400 bps com redução 
Automática de Velocidade  

Método de 
Compressão  

MH, MR, MMR, JBIG 

Velocidade de 
Digitalização  

2 segundos (Carta) 

Velocidade de 
Transmissão  

Aproximadamente 2 segundos/página 
(JBIG)  

Memória 4 MB (aprox. 320 páginas) 
Alimentação de 
Reserva da Memória  

1 hora 

Discagens 
Auto/Rápidas  

1.000 (2.000 com HD opcional) 

Discagem p/ Grupo  100 grupos (máx. 500 números por grupo) 
Teclas de Função de 
Usuário  

3 teclas 

Recursos Padrão  Detecção de Documentos Mal colocados, 
Verificação Dupla de Endereço de 
Destinatário,   SMTP Direto,  Encaminhar 
Faxes para Email/Pasta,  Suporte a LDAP,  
Internet Fax (T.37), IP Fax (T.38), LAN Fax  

Recursos Opcionais  Fax sem Papel1, Fax Remoto1 

Tamanho do Papel  A5 a A3 
Gramaturas do Papel  60 a 105 g/m2 

Capacidade de Papel  500 folhas x 1 bandeja 
Dimensões (LxPxA)  553 x 548 x 137 mm 
Peso  12 kg 

Tamanho do Papel  A5 a A3 
Gramaturas do Papel  60 a 105 g/m2 

Capacidade de Papel  500 folhas x 2 Bandejas  
Dimensões (LxPxA)  553 x 548 x 271 mm 
Peso  25 kg 

(Deve ser instalado com o modelo Básico para posicionar o 
equipamento na altura ideal.)  
Dimensões (LxPxA)  755 x 692 x 406 mm 
Peso  11,8 kg 

(Deve ser instalado com a Unid. de Aliment. de Papel PB2010 ou 
PB2000 para posicionar o equipamento na altura ideal.)  
Dimensões (LxPxA)  553 x 525 x 215 mm 
Peso  10,9 kg 

Bandeja de 1 Escaninho BN2010,  HD Opcional Tipo M1,  Placa 
de interface IEEE 1284 Tipo A,  Unidade de Interface 
IEEE802.11a/g Tipo J,  Cartão VM Tipo U,  Conversor de 
Formato de Arquivo Tipo E,  Unidade Navegador Tipo M1,  
Cartão SD para Impressão NetWare Tipo M1,  Unidade de 
Interface do Contador Opcional Tipo A,  Unidade de Segurança 
de Dados de Cópia Tipo G,  Unidade PostScript 3 Tipo M1,  
Unidade de Memória Tipo M1 de 1,5 GB,  Unidade de Conexão 
do Fax Tipo M1,  Suporte para FM8006 MP 2501 e Teclado 
Externo USB 

Recursos Padrão:  SMTP sobre SSL;  Autenticação 
(Windows/LDAP/ Kerberos/Básica/Código de Usuário /802.1.x 
com fio);  Criptografia (Catálogo de Endereços/autenticação por 
Senha/Comunicação SSL/IPSec;  Liga/Desliga Protocolo (Porta) 
de Rede;  Filtragem de IP;  Segurança com Base em RAM 
quando o HD não está instalado  Recursos Opcionais: 
Determinação de Cotas/Limite de Conta¹,  Segurança por 
sobregravação de Dados¹,  Locked Print1,  Criptografia de HD¹,  
Unidade de Segurança de Dados da Cópia, S/MIME1 

¹ Requer HD opcional  
2 Requer Netware opcional  

Alguns recursos podem necessitar outros opcionais. 

Para desempenho e rendimento máximos, recomendamos usar peças e 
suprimentos originais Ricoh. 

Especificações sujeitas a alterações sem aviso prévio. 

Unidade de Alimentação de Papel PB2000 (Opc.) 

Gabinete Curto Tipo E 
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